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1
L] Absolute Maximum Ratings Reliability Information
I: Frequency Control Voltage (Vfctl) -0.5to +15V Junction Temperature to Maintain 150 °C
E RF Power Input 27 dBm 1 Million Hour MTTF
B Nominal Junction Temperature o
Storage Temperature 65 to +150 °C (T= 85 °C and Pin = 27 dBm) 103°C
ESD Sensitivity (HBM) Class 1A Operating Temperature -55to +85 °C

ELECTROSTATIC SENSITIVE DEVICE
OBSERVE HANDLING PRECAUTIONS
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Outline Drawing
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Die Packaging Information NOTES:
1. ALL DIMENSIONS ARE IN INCHES [MILLIMETERS]
Standard Alternate 2. DIE THICKNESS IS .004".
3. TYPICAL BOND PAD IS .004” SQUARE..
WP-9 [2] 5. BOND PAD METALIZATION: GOLD
6. BACKSIDE METALIZATION: GOLD
[1] Refer to “Waffle-Pak & Gel-Pak” section for die packaging dimensions. 7. BACKSIDE METAL IS GROUND
[2] For alternate packaging information contact Hittite Microwave Corporation. 7. CONNECTION NOT REQUIRED FOR UNLABELED PADS.
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Pin Descriptions

Pin Number Function Description Interface Schematic
= GND
E Die Bottom GND Die bottom must be connected to RF/DC ground. j
! 3; F
LL RFIN 2P
This pad is AC coupled and
EI 2 RFIN matched to 50 Ohms.
=z 35F Rrout
This pad is AC coupled and }—O
E 5 RFOUT matched to 50 Ohms.
I j—
(dp) Vet 4o O4nH 00
m Center frequency control voltage.
LIJ 78 Vietl Pads are connected together internally. I 20pF @1 1pF
-l
Assembly Diagram
3 mil
NOMINAL
50 ohm GAP
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GOLD WIRE ,

100pF BYPASS CAPACITOR

NOTES:

1. The HMC899 1/0’s are inherently capacitive in order to accommodate bond wire connections.

2. 1 mil diameter bond wires can be used.

3. Ideally, double bond wires 20 mils long, or a single bond wire 12 mils long should be used (approx.140 pH).

4. It is recommended that on the opposite side of the bond wires, an additional 20-50 fF fringe capacitance be present.
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